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Warmington
SG 700 Outdoor Flueless

Warmington Flueless Outdoor Gas Open Fire
SG 700 Outdoor Flueless Firebox
Fire, Flue System to Comply with NZS 5261 / 5262 : 2003
Due to continued product improvement, Warmington Ind LTD reserves the right to 
change product specifications without prior notification.
Read all the Instructions carefully before commencing the Installation. Failure to follow these instructions may result
in a fire hazard and void the warranty
For Specification See: www.warmington.co.nz
Copyright ©

793

39
4

67
8

862

394

62
5



A-A

B-B

W
ar

m
in

gt
on

 In
du

st
rie

s L
td

.
PH

: 0
9 2

73
 92

27
 F

AX
: 0

9 2
73

 92
41

 W
EB

: w
ww

.w
ar

mi
ng

ton
.co

.nz
TI

TL
E

DR
AW

N

SC
AL

E

DA
TE

RE
VI

SI
ON

A

A

BB

Warmington
SG 700 Outdoor Flueless

NOTE:
GAS TEMPERATURE WILL
EXCEED 150°C RUNNING
UP THE FRONT FACE
 
REBATE TO REDUCE
WATER ENTERING THE FIRE
 
THESE FIRES ARE FOR
OUTSIDE USE ONLY
NOT TO BE INSTALLED
INDOORS
 
ENSURE VENTING IS
NOT RESTRICTED OR
THE AIR FLOW IMPINGES
ON ANY COMBUSTIBLE
MATERIAL
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Warmington Flueless Outdoor Gas Open Fire
SG 700 Outdoor Flueless Hebel Enclosure
Fire, Flue System to Comply with NZS 5261 / 5262 : 2003
Due to continued product improvement, Warmington Ind LTD reserves the right to 
change product specifications without prior notification.
Read all the Instructions carefully before commencing the Installation. Failure to follow these instructions may result 
in a fire hazard and void the warranty
For Specification See: www.warmington.co.nz
Copyright ©
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NO COMBUSTABLE MATERIAL
TO BE USED IN OR ON THIS AREA

NO COMBUSTABLE AREA
HEAT SENSITIVE ZONE
USE ALL NON COMBUSTABLE
MATERIAL

WARM AIR OUTLET VENT

COOL AIR INLET VENT
ALLOW FINISHING

ON FLOOR
PROTECTOR

75mm HEBEL HEARTH

75mm HEBEL HEAT CELL
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Warmington
SG 700 Outdoor Flueless

WARM AIR OUT

NOTE:
GAS TEMPERATURE WILL
EXCEED 150°C RUNNING
UP THE FRONT FACE
 
REBATE TO REDUCE
WATER ENTERING THE FIRE
 
THESE FIRES ARE FOR
OUTSIDE USE ONLY
NOT TO BE INSTALLED
INDOORS
 
ENSURE VENTING IS
NOT RESTRICTED OR
THE AIR FLOW IMPINGES
ON ANY COMBUSTIBLE
MATERIAL
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Warmington Flueless Outdoor Gas Open Fire
SG 700 Outdoor Flueless Block Enclosure
Fire, Flue System to Comply with NZS 5261 / 5262 : 2003
Due to continued product improvement, Warmington Ind LTD reserves the right to change product 
specifications without prior notification.
Read all the Instructions carefully before commencing the Installation. Failure to follow these instructions may result in a fire hazard 
and void the warranty
For Specification See: www.warmington.co.nz
Copyright ©
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EXTERNAL 
"CAITEC AIR" VENTS

200 SERIES BLOCK

HEAT SHIELD

COOL AIR IN

RODENT PROOF
COOL AIR or "CAITEC AIR"
EXTERNAL INTAKE VENT
2 x Ø100 VENT

100 SERIES BLOCK

NO COMBUSTABLE MATERIAL
TO BE USED IN OR ON THIS AREA

75mm HEBEL HEARTH


